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PART III 

Education Department 

(TV) DC a.®! eft. (Ul3^D(g_^DCTV) 

ejr>ej2 a(3riejoaru njocru^o 

(r)cnj(3 CU)l3-4815/2014. 2014 cm^iCDcin^ 26. 

01 (usn36)120^'' n^siajlcnlasolooi (ScSiOcsg ralfflei culajla) (Uleooi63i3g1ra8 nCooScru cruleiToco (.fOciKScmml cSjoS 
anji^jcmanlcn aj^rasmo fl(3r>ejocru2cft>c/3 cftflj6m1ii.^i6)<fti033)aT)]. 

ci^ceiCBBoaculej—' 4,21,200, 

aDla(iS)L(3(U_|,o— 1%. 

ajLOSTTDo 6)iij<x2)Rj) (3(3<^o(TV)j<ft)08 t.<n1a3(Tu1(Tjoo3, cncusnSsifflci^'' r4)Simjlcn1cQ)o1oO) {StftoegK, cOjsmjtS-eyo 563 n®anD (ulejocnKSimliBS 
15-10-2014-00 6)S)(u<93j eonofflo 2 memlcosijmjaojocml eiel CcOS) sn§ emo srn. cniimilco) oma cd) cistmicnjo (mien) tml (SSijacao 

ejelcosijcm ajLflsmo einjcmcm a^i^oorujcOjoS 16-10-2014-CD aonjlfflej 11 asmicos) anoKfflooDlgjgg rataooilcm (.tocmlcnlcjul 
cagjffls cniocmlau^iiRsrailoS ssijOcOSijrrrKmosni. 

3^<Tejocru ea£ioo63t3o3 (atajdjoa^ijajgg (Dj^ijcorailtaoS/cnioonJODsaBoS Ln-noficmlryooS, oKusnSraacig'' ri®6t2iJlai1cQ)o1ooi CBcaocsgK, 
tft)6n^j(3-670 563 dg)cm (ulejocTVKiSTSilcnS ' 950 (cnlcajoilosscesio) cmas^ ratacnJcSigdl^oraS a(3<^oaru CaCoosrooS eielcorajcmcmosni. 
oicti1(jj<ft>(3i^ (3ta)(uo8_!)a2gg(u^ ' 475 (ailcajcmldDScOfflo) ratas^ rasitacjjpocujcrtKmosrD. fl(5<^CKni (SnnoocistmIsKig culei 

Snjcsra/cvDlcvul/cBrLjocBm^K (Tmocnj/fflfi^.rJI.ra. r4)cm1(u ajesenoD raiascfficMonijanoraia. (ul.rJI.nJI. raiaaijcuacnltrsaa. a^'^ocru (SoDoosaaoS 
15-10-2014-00 3 aemlcueio cusmas^ 6)6i<93<jjpo(ujono85iosrD. 

acS'^ooru eaCoosaaoS rainJoraSmocSego rata)(Uoa_!jajgg(U(3 ' 30 raicUocnS hjckSskcksdI ratacDlcOjo ratacsx®Ccesisngraiosrri, 

aofSD^ijaeaagltaS ruraooi^o Ltnom1rajo1c9jra1.^(ro1ooj(Boaniio aoL((5i(sa a^<^oonj (Socooo (uloirasnio siiUi^/jcOjcsDjggj. 
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KERALA GAZETTE 


[Part HI 


No. D3/4815/2014. 26th August 2014. 

Sealed tenders are invited for the execution of false ceiling works at Various Departments of 
Government Engineering College , Kannur. 

Approximate Cost—' 4,21,200. 

EMD—1%. 

The tender should be superscribed No. D3/4815/2014 and addressed to The Principal, Government College of 
Engineering, P. O. Parassinikkadavu, Kannur-670 563. Last date of receipt of tender is on 15-10-2014 at 4 p. m. and the 
tender will be opened at 11 a. m. on 16-10-2014 in the presence of such of the tenderers or their authorized 
representatives who may be present at that time. Late tenders will not be accepted. 

Intending tenderers may on application to the Principal, Govt. College of Engineering, 
P. O. Parassinikkadavu, Kannur-670 563 obtain the requisite tender forms on which tenders should be submitted. 
Application for the tender forms should be accompanied by a Cash remittance of ' 950 (Tax inclusive) which is the 

price fixed for a form/set of forms and which is not refundable under any circumstances. The tender forms are not 
transferable. Sale of tender forms will be closed at 3 p. m. on 15-10-2014. Cheques, Postage Stamps, D. D., I.P.O. etc. will 
not be accepted towards the cost of forms, not will the forms be sent as per V.PP Duplicate forms, if required will be 
issued at ' 475 (Tax inclusive) per copy. 

Those who want tender form by post should sent an additional amount of ' 30 towards the postal charge. 

Sale of tender forms will begin only after publication of this notice in the dailies. 


Specification 


SI. No. Particulars 

Description of Works 

Quantity 

(1) (2) 

(3) 

(4) 

1 Ealse Ceiling work 

in Civil 

Engineering 

Seminar Hall 

Providing and fixing Ealse ceiling with laminated PVC and necessary 
channels and screws as per PWD Specification (providing provision 
for lighting) including all cost of labour, materials and conveyance etc. 
complete. 

103m" 

2 Ceiling with 

Providing and fixing falls ceiling at appropriate height and as per the 

3150 Sq.ft. 


gypsum board in 
CCE hall, server 
room and HODs 
cabin 


Painting in the . 
premises (CCE, 
Server room, HOD 
room and UPS 
room) 


attached drawing, with 12.5 m.m. thick tapered edge gypsum moisture 
resistant gypsum board conforming to ISI standards, shall be free from 
cracks, bends and other defects, finished with wall putty and a coat of 
water based cement primer followed by two coats of water based plastic 
emulsion of approved quality and shade. Gypsum board are fixed to grid 
made out of GI channel, 55 m.m. width ceiling section, 50 m.m. width 
intermediate section, 38 m.m. width perimeter section, and 25 mm ceiling 
section (all ISI standard). The frame work shall be suspended from 
ceiling by level adjusting hangers of 12 m.m. Gl fixed to the roof slab 
with ceiling cleats. 

Supplying and covering walls, pillars and all plastered exposed area in 
the premises space with two coats of approved brand water based 
cement primer fine finish with two coat of emulsion paint of approved 
brand and shade. The work includes the cleaning of the surface thoroughly 
using wire brushes and sand papers in dry condition. Wash the cleaned 
surface with water. Scrub the entire surface thoroughly using the wire 
brushes. 


275 Sq.m. 
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(1) 

(2) 

(3) 

(4) 


4 Ceiling with 
gypsum 
board in 
Principal’s 
cabin 


5 Painting in 
the 

Principal’s 

cabin 


Providing and fixing falls ceiling at appropriate height and as per the 850 Sq.ft. 

attached drawing, with 12.5 m.m. thick tapered edge gypsum moisture 

resistant gypsum board conforming to ISI standards, shall be free from 

cracks, bends and other defects, finished with wall putty and a coat of 

water based cement primer followed by two coats of water based plastic 

emulsion, of approved quality and shade. Gypsum board are fixed to 

grid made out of GI channel, 55 mm width ceiling section 50 m.m. width 

intermediate section, 38m.m. width perimeter section, and 25m.m. ceiling 

section (all ISI standard). The frame work shall be suspended from 

ceiling by level adjusting hangers of 12 m.m. GI fixed to the roof slab 

with ceiling cleats. 

Supplying and covering walls, pillars and all plastered exposed area in the 120 Sq.m, 
premises space with two coats of approved brand water based cement primer, 
fine finish with two coat of emulsion paint of approved brand and shade. 

The work includes the cleaning of the surface thoroughly using wire brushes 
and sand papers in dry condition. Wash the cleaned surface with water. 

Scrub the entire surface thoroughly using the wire brushes. 


Government Engineering College, (Sd.) 

Kannur. Principal. 







